Used with permission from the FM 2006 Approval Guide, Volume 3 - Building Materials, Chapter 6 -  Building Insulations  

The following companies have products that are listed under the “Plastic Building Panels – Class 1 Fire Rated.” See the Approval Guide for more specific information about listed products.

“Plastic building panels have been evaluated for flame spread propagation by the FM Approvals flammability/ignition characteristics apparatus and/or the large-scale FM Approvals Building Corner Fire Test Procedure (FM Approvals Standard 4880). Panels evaluated by the latter are specifically noted in the Approval Guide including windstorm classifications using the large-scale 24 x 12 ft apparatus. Approval is applicable to constructions not exceeding 30 ft (9 m) in height unless noted. FM Approved wall/ceiling panels do not require automatic sprinkler protection in and of themselves. They are secured to building structural members by through-fastening. These panels may not be installed against backing material or installed in an insulated assembly, unless otherwise noted. They should not be installed in smoke damage sensitive areas where products of combustion may cause nonthermal damage to occupancy. The listed assemblies are not intended as long-term fire walls or barriers; fire endurance was not evaluated. See SPECIFICATION TESTED PRODUCTS Chapter, Fire Resistant Constructions for hourly ratings.”

1. Enduro Systems, Inc, 7100 Katy Rd, Houston TX 77024

2. Graham, a Division of Stabilit Canada, 64 Maple Ave, Inglewood, Ontario L0N 1K0, Canada

3. Resolite, a Division of Stabilit America Inc, Route 19 North, Zelienople PA 16063

The following companies have products that are listed under the “Interior Finish Materials, Plastic – Class 1 Fire Rated.” See the Approval Guide for more specific information about listed products.

“These materials must be installed over noncombustible substrates such as masonry block, brick, precast concrete or gypsum board and may not require automatic sprinkler protection in noncombustible occupancies. Installation on walls and/or ceiling and method of attachment is specified in each listing. These materials have been evaluated for surface fire spread by means of the large scale Fm Approvals Corner test and correlative smaller scale testing. Walls not to exceed 30 ft (9 m) in height.”

1. Kemlite Co, 23525 W Eames St, Channahon IL 60410

